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COVER = MIN WT 147 LBS ASTM  A45-CL35
AASHTO M306
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COVER SECTION 22"

25 7/8*

BASIC RISER RING SECTION

REPLACEMENT RISER RINGS
RISE™ | PART NUMBER F o7 100
172" V-1995-05 3 1/4"
1" V-1995-10 3 3/4" -7 |‘—25 174 —¢’|
1 172" | V-1995-15 4 1/4" | -
2 V-1995-20 4 3/4" _LW% 3/4,,_f R 3/4,,_1 %’m
2 12" | v-1995-25 5 1/4" J P
3" V-1995-30 5 3/4" 1/2" 5 55"
3 1/2" | v-1995-35 6 1/4"
4" V-1995-40 6 3/4" ' 57"

% RISE ABOVE TOP OF BASE RING BASE FRAME SECTION

NOTE:  ALL DIMENSIONS AND TOLERANCES ARE TO BE CONCENTREIC AND WILL SUPERSEDE
ANY ASTM STANDARDS WITH A MAXIMUM VARIATION + 1/16" ON ALL DIMENSIONS.
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Cc/ TY OF GREEWNOSBORDO

G: \Exchange\Standards\Roadway\C0G413-C.prgo

STO.NO.| REV.

STANDARD ADJUSTABLE MANHOLE —
RING AND COVER 413-C




